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Optional Pressure SwitchExhaust Air Deflector

Mounting Location for
Optional Heater Lock-Out
Switch
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REQUIRED COOLING AIR - 3250 CFM AT ~16.0 SPWG

NAME PLATE DATA:

OUTPUT POWER - 1500HP (1120 kW)
INPUT VOLTAGE - 550V
INPUT FREQUENCY - 40Hz
FULL LOAD CURRENT - 1630 A
NO LOAD CURRENT - 880 A
PHASE - 3
POLES - 6
RATED SPEED - 785 RPM
MAX. MECHANICAL SPPED - 3000 RPM
IP RATING (FRAME/JBOX) - IP44/IP56
IC - 06
DE BEARING - NU332ECMA (ROLLER) or  6332M (BALL)
NDE BEARING - 6326M
OUTPUT TORQUE - 10,035 lbf-ft (13,605 N-m)

WEIGHT (as shown) - 7500 lb (3400 kg)
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Aux Access Panel

1.00" Encoder Stub Shaft (Optional)

Alt. Terminal Box Location

Aux Access Panel

Safety Ground Lug
(other shafts avail.)
6.148" 5:48 Taper Std.
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Top Gland Plate

DE Grease Port

Right Side Blower InletLeft Side Blower Inlet

Welded Lifting Lugs; QTY4
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1.56 THRU;4 PLCS

Optional Heater Lock-Out
Switch

NDE Grease Port

Optional Pressure Switch
Mouting Location for

Mounting Location for

Terminal Box
External Ground Lug  1.7 



RLNDE-NO

 - Normal Orientation (NO)

Blower Configuration

 - Normal Orientation (NO)

TLNDE-NO

 - Top-Left from Non-Drive End (TLNDE)
Blower Configuration
 - Top-Right from Non-Drive End (TLNDE)
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